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Notes, Notices, Cautions, and Warnings
Throughout this guide, blocks of text may be accompanied by an icon and printed in 
bold type or in italic type. These blocks are notes, notices, cautions, and warnings, 
and they are used as follows:

NOTE: A NOTE indicates important information that helps you make better use of your 
computer system.

NOTICE: A NOTICE indicates either potential damage to hardware or loss 
of data and tells you how to avoid the problem.

CAUTION: A CAUTION indicates a potentially hazardous situation which, if 
not avoided, may result in minor or moderate injury.

WARNING: A WARNING indicates a potentially hazardous situation which, 
if not avoided, could result in death or serious bodily injury.
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Safety Instructions

Use the following safety guidelines to ensure your own personal safety and to help 
protect your server, storage system, or appliance from potential damage. For com-
plete safety, regulatory, and warranty information, refer to your system’s System 
Information booklet.

Notes, Notices, Cautions, and Warnings
Throughout this guide, blocks of text may be accompanied by an icon and printed in 
bold type or in italic type. These blocks are notes, notices, cautions, and warnings, 
and they are used as follows:

NOTE: A NOTE indicates important information that helps you make better use of your 
computer system.

NOTICE: A NOTICE indicates either potential damage to hardware or loss 
of data and tells you how to avoid the problem.

CAUTION: A CAUTION indicates a potentially hazardous situation which, if 
not avoided, may result in minor or moderate injury.

WARNING: A WARNING indicates a potentially hazardous situation which, 
if not avoided, could result in death or serious bodily injury.

Precautions for Rack-Mountable Products
Observe the following precautions for rack stability and safety. Also refer to the rack 
installation documentation accompanying the system and the rack for specific warn-
ing and/or caution statements and procedures.

Servers, storage systems, and appliances are considered to be components in a rack. 
Thus, “component” refers to any server, storage system, or appliance, as well as to 
various peripherals or supporting hardware.

WARNING: Installing Dell system components in a Dell rack without the 
front and side stabilizers installed could cause the rack to tip over, poten-
tially resulting in bodily injury under certain circumstances. Therefore, 
always install the stabilizers before installing components in the rack.
iii



After installing system/components in a rack, never pull more than one 
component out of the rack on its slide assemblies at one time. The weight 
of more than one extended component could cause the rack to tip over and 
injure someone.

NOTE: Dell’s servers, storage systems, and appliances are certified as components 
for use in Dell’s rack cabinet using the Dell customer rack kit. The final installation of 
Dell systems and rack kits in any other brand of rack cabinet has not been approved by 
any safety agencies. It is the customer’s responsibility to have the final combination of 
Dell systems and rack kits for use in other brands of rack cabinets evaluated for suit-
ability by a certified safety agency.

• System rack kits are intended to be installed in a Dell rack by trained service tech-
nicians. If you install the kit in any other rack, be sure that the rack meets the 
specifications of a Dell rack.

• Do not move large racks by yourself. Due to the height and weight of the rack, 
Dell recommends a minimum of two people to accomplish this task.

• Before working on the rack, make sure that the stabilizers are secure to the rack, 
extend to the floor, and that the full weight of the rack rests on the floor. Install 
front and side stabilizers on a single rack or front stabilizers for joined multiple 
racks before working on the rack.

• Always load the rack from the bottom up, and load the heaviest item in the rack 
first.

• Make sure that the rack is level and stable before extending a component from 
the rack.

• Use caution when pressing the component rail release latches and sliding a com-
ponent into or out of a rack; the slide rails can pinch your fingers.

• After a component is inserted into the rack, carefully extend the rail into a locking 
position, and then slide the component into the rack.

• Do not overload the AC supply branch circuit that provides power to the rack. The 
total rack load should not exceed 80 percent of the branch circuit rating.

• Ensure that proper airflow is provided to components in the rack.

• Do not step on or stand on any system/component when servicing other 
systems/components in a rack.
iv
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Dell™ PowerEdge™ 2x50, 
PowerApp™ 2xx, and 
PowerVault™ 735N Systems Rack 
Installation Guide

This installation guide provides instructions for trained service technicians to install 
one or more Dell PowerEdge 2x50, PowerApp 2xx, and PowerVault 735N systems in a 
Dell rack. One rack kit is required for each system to be installed in the rack. 

Rack Kit Contents
The rack kit includes the following items (see Figure 1-1):

• One pair of RapidRails™ slide assemblies

• One cable-management arm 

• One strain-relief bracket

• One template

NOTE: If you purchased a Dell rack along with your system, the slide assemblies may 
be preinstalled in the rack. 
support.dell.com Rack Installation Guide 1-1



Figure 1-1.  Rack Kit Contents

Before You Begin
Before you begin installing your system in the rack, carefully read the safety instruc-
tions found earlier in this guide.

Recommended Tools
Although no tools are required to install the rack kit, you might find the following 
items make the installation easier:

• An installation template, helpful in slide assembly placement and alignment

• Masking tape or a felt-tip pen, for use in marking the mounting holes to be used

RapidRails slide assemblies (2) cable-management arm

strain-relief bracket template
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Installing the Rack Kit
NOTE: For instructions on installing the system itself, see “Installing the System in 
the Rack” found later in this guide.

To install the rack kit in the rack, perform the following steps: 

1. Remove the rack’s front and back doors. 

2. Install the slide assemblies in the rack.

The subsections that follow include instructions for performing these tasks. 

Removing the Doors From a 24-U or 42-U Rack
You must remove the doors from the rack to provide access to the interior of the rack 
and to prevent damage to the doors while installing the system. 

This procedure provides instructions for removing doors from Dell 24-U and 42-U 
racks. If you have a Dell PowerEdge 4210 rack, see the procedures contained in the 
Dell PowerEdge 4210 Rack Installation Guide.

To remove the doors, perform the following steps. 

CAUTION: To prevent personal injury due to the size and weight of the 
doors, never attempt to remove the doors by yourself. 

1. Open the latch on the front door. 

If you have a 24-U (1 U=1.75 inches) rack cabinet, unlock and twist the handle 
clockwise and open the door (see Figure 1-2). 
support.dell.com Rack Installation Guide 1-3



Figure 1-2.  Opening the 24-U Rack Cabinet Front Door Latch
1-4 Rack Installation Guide



If you have a 42-U rack cabinet, slide the latch's push-button cover up as far as it 
will go, press the push button, rotate the handle clockwise until the latch 
releases, and then pull the door open (see Figure 1-3).

�

Figure 1-3.  Opening the 42-U Rack Cabinet Front Door Latch

push button

push-button 
cover

handle
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2. Remove the front door of the rack. 

If you have a 24-U rack cabinet, perform the following steps (see Figure 1-4):

a. With the door open, lift out and fully retract all hinge pins.

b. Lift the door out carefully.

Figure 1-4.  Removing the 24-U Rack Cabinet Doors

hinge insert

hinge pin

hinge
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If you have a 42-U rack cabinet, perform the following steps (see Figure 1-5):

a. One person should grasp the top of the door to stabilize it. The other person 
should grasp the bottom of the door.

b. The person holding the bottom of the door should press the release lever on 
the bottom hinge and then pull the bottom of the door away from the rack 
cabinet a few inches. 

c. The person holding the top of the door should press the release lever on the 
top hinge and then pull the door away from the rack. 

Figure 1-5.  Removing the 42-U Rack Cabinet Doors

3. Repeat steps 1 and 2 to remove the back door from the rack.

4. Store the doors in an area where they cannot fall over while you install the kit.

hinge 
release 
lever
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Installing the Slide Assemblies in the Rack
NOTE: If the slide assemblies were preinstalled by Dell, you can skip this section.

You must allow 2 U (3.5 inches) of vertical space for each system you install in the 
rack. 

NOTE: The vertical rails of the rack are marked by small indentations in 1-U increments 
(see Figure 1-6).

Figure 1-6.  One Rack Unit

For more information about requirements for installing components in a Dell rack, see 
the Dell Rack Advisor software available on the Dell Web site at
http://support.dell.com.

CAUTION: If you are installing more than one system, install the slide 
assemblies so that the first system is installed in the lowest available posi-
tion in the rack.

To install the slide assemblies in the rack, perform the following steps: 

1. Place the front of the template on the vertical rails at the front of the rack where 
you want to install the system.

Ensure that the printing on the template identifies the side facing outward as the 
template front.

1 U (1.75 inches)
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2. Mark the rack’s front vertical rails with a felt-tipped marker or place self-adhesive 
masking tape where the system’s upper and lower edges will be located (see Fig-
ure 1-7). 

3. Make a mark or place tape on the vertical rails next to the template’s V-shaped 
notches.

Figure 1-7.  Using Template to Mark Vertical Rails

4. At the front of the rack cabinet, position one of the slide assemblies so that its 
mounting bracket flange fits between the marks or tape you placed on the rack, 
marking the upper and lower edges of the template (see Figure 1-8). 

The hooks on the mounting bracket should align with the marks you made from 
the V-shaped notches in the template.

5. Align the slide-assembly mounting-bracket flange (on the front of the slide 
assembly) with the square holes in the front vertical rail (see Figure 1-8).

6. Push forward until the mounting tabs are secure in the square holes on the verti-
cal rail and the push-button clicks and pops out. 

7. Push back on the back slide assembly mounting bracket flange until the mounting 
tabs lock into the square holes on the back vertical rail.

template

2 U (3.5 inches) between 
slide assemblies 
(drawing is not to scale)
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8. Repeat steps 1 through 7 for the remaining slide assembly on the other side of 
the rack. 

�

Figure 1-8.  Installing the Slide Assemblies

slide-assembly 
mounting-bracket 
flange

push-button

front of rack

slide 
assemblies 
(2) 

mounting 
tabs
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Installing the Systems in the Rack
The subsections that follow include instructions for installing the systems in the rack.

CAUTION: If you are installing more than one system, install the first sys-
tem in the lowest available position in the rack. Never pull more than one 
component out of the rack at a time.

1. Pull the two interior slide assemblies out of the rack until they lock in the 
extended position.

CAUTION: Because of the size and weight of the system, never attempt to 
install the system in the slide assemblies by yourself.

NOTE: Skip to step 3 if your system does not have the optional bezel installed.

2. Remove the optional bezel from the system front panel (see Figure 1-9):

a. Unlock and open the system doors.

b. Pivot the two locking levers toward the back of the chassis (see Figure 1-9).

c. Press the tab on each end of the bezel and remove the bezel from the 
chassis.

d. Close the system doors.

Figure 1-9.  Removing the System Bezel

3. Lift the system into position.

Place one hand on the front-bottom of the system and the other hand on the 
back-bottom of the system.

4. Tilt the system while aligning the back shoulder nuts on the sides of the system 
with the back slots on the slide assemblies (see Figure 1-10).

tabs (2)

locking levers (2)
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5. Engage the back shoulder nuts in the slot just behind the back (green) latch first, 
followed by the middle shoulder nut in the slot near the middle (yellow) latch. 
Finally, engage the front shoulder nut in the front slot.

6. Push the system inward on the slide assemblies until the middle (yellow) latch 
clicks into place, locking the slide to the middle shoulder nut (see Figure 1-10).

Figure 1-10.  Installing the System in the Rack

7. Press up on the green latches and push the chassis into the rack.

8. Tighten the captive thumbscrews on each side of the front chassis panel.

9. If present, install the optional front bezel.

back latch 
(green)

middle latch 
(yellow)
1-12 Rack Installation Guide



Installing the Cable-Management Arm
1. Facing the back of the rack cabinet, locate the threaded hole on the back of the 

slide assembly and secure the end of the cable-management arm (the end having 
a bracket and thumbscrew) to the right side vertical rail (see Figure 1-11).

The bracket snaps into the square mounting holes on the vertical rail and is 
secured with the captive thumbscrew.

Figure 1-11.  Installing the Cable-Management Arm

2. Align the free end of the cable-management arm (the end with the half-hinge) to 
the hinge-half mate on the back-right side (as viewed from the back) of the 
system.

3. Squeeze the quick-disconnect knobs on the free end of the cable-management 
arm and align the two hinge halves to attach the arm to the bracket on the back of 
the system chassis (see Figure 1-11).

4. Attach the input/output (I/O) cables to their respective expansion cards on the 
back of the system.

quick-disconnect knobs
captive
thumbscrew
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5. Install the strain-relief bracket to the back of the system (see Figure 1-12):

a. Thread the I/O cables you connected in step 4 through the slots of the strain-
relief bracket.

b. Insert the ends of the four long portions of the strain-relief bracket into the 
four matching holes beside the hinge bracket.

c. Secure the captive thumbscrew to the back of the system.

Figure 1-12.  Attaching the Strain-Relief Bracket

6. Connect the remaining cables to the system.

For details, see your system’s Installation and Troubleshooting Guide or the 
User’s Guide. 

bracket inserted 
into four holes

strain-relief 
bracket

captive
thumbscrew

Velcro strap

cables to 
expansion 
cards
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7. Secure the cables to the cable-management arm:

a. After connecting the cables to the system, unscrew the thumbscrews that 
secure the front of the server to the front vertical rail. 

b. Slide the system forward to the fully extended position. 

c. Route the cables along the cable-management arm, allowing some 
additional cable slack at the hinge positions, and secure the cables to the 
cable-management arm with the Velcro straps attached to the cable-
management arm.

8. Slide the system in and out of the rack to verify that the cables are routed 
correctly and do not bind, stretch, or pinch with the movement of the cable-
management arm.

NOTE: As you pull the system out to its furthest extension, the slide assemblies 
will lock in the extended position. To push the system back into the rack, press 
the green locking latch on the side of the slide to release the locks, and then slide 
the system completely into the rack.

Replacing the Doors
This procedure provides instructions for replacing doors on Dell 24-U and 42-U racks. 
If you have a Dell PowerEdge 4210 rack, see the procedures contained in the Dell 
PowerEdge 4210 Rack Installation Guide.

CAUTION: To prevent personal injury due to the size and weight of the 
doors, never attempt to remove or replace the doors by yourself. 

To replace the 24-U rack’s front and back doors, perform the following steps:

1. Lift the front door into position and align the hinges with the hinge insert in the 
rack as shown in Figure 1-4. 

2. Slide the hinge pins into the hinge insert in the rack until the hinges lock into 
position. 

3. Verify that the hinges are latched.

4. Close the door latch by rotating the handle counterclockwise until it stops (see 
Figure 1-2). 

5. Repeat steps 1 through 4 to replace the back door. 

To replace the 42-U rack’s front and back doors, perform the following steps:

1. Lift the front door into position and align the hinges with the holes in the rack as 
shown in Figure 1-5.

2. Slide the hinges into the holes in the rack until the hinge release levers lock the 
hinges into position.
support.dell.com Rack Installation Guide 1-15



3. Verify that the hinges are latched.

4. Close the door latch by rotating the handle counterclockwise until it stops, push 
in the handle until it locks in position, and slide the cover down over the push-
button (see Figure 1-3).

5. Repeat steps 1 through 4 to replace the back door.
1-16 Rack Installation Guide



Index

B
bracket

strain-relief��1-14

C
cable management arm��1-13��1-15

installing��1-13
routing cables��1-15

cables��1-15

cautions��iii

computer
bezel removal��1-11
installing in rack��1-11��1-12

contents of rack kit��1-1

D
Dell web site��1-8

doors
opening latch��1-3��1-4��1-5
removing��1-3��1-6��1-7
replacing��1-15

I
installing��1-10

cable management arm��1-13
computer��1-12
computer in the rack��1-11
rack kit��1-3
slide assemblies��1-8

K
kit contents

illustrated��1-2
list of��1-1

N
notational conventions��iii

notes��iii

R
rack doors

opening latch��1-4��1-5
removing��1-3

rack kit contents
illustrated��1-2
list of��1-1
support.dell.com Rack Installation Guide 1



rack kit installation
slide assemblies��1-8

rack unit��1-8

removing doors��1-6

removing the rack doors��1-3

routing cables��1-15

S
slide assemblies��1-10

installing��1-8

strain-relief bracket
installing��1-14

T
template��1-2��1-9

using��1-9

tools
recommended��1-2

V
vertical rails

marking��1-9
one rack unit��1-8

W
warnings��iii
2 Rack Installation Guide



www.dell.com
support.dell.com

��������	
��

����������	
��������� ����	������� ��� ����	����������� ����



����������	
��

��������	
������	������������������ 

!"#$%&'()*	+,	-.	/012345���	6�27�89��

�$%&

��������	
������������
����

����� !"#$%&�'()�*$&+$,-.�/01234����

'�5$67289�0':$;<=3��
����

>?�672894���@ABCD$E�2FG,-.�/01234���

HI�672894���JK�'(LM2FGHI.�/01234���

____________________

��������	
������������
���������������� ������	
������	��	���	�������

������	
������	��	���	���������	
�������������������

����������

��� !"#���$%&����������������'(��	���������	�������

�	���������) ���������� ������	
������	��	���	��$%*��

��*�+,,�-.�$%/0123 !"#���45367���8#��$%/0
12�9: ������	
������	�����	��;<����*67�=>�

����? ��@������� ���!�"����#$����



���������	�
��

:;<	��=;>���?$@*
AB�
�:;<�CDE)FG%�@H

�	IJ�K�L�MB��NO�PQR�&K�	ST	FU�V%�WX�

YZ*	18�����?�[���?WX\�]^��PQR�&

����������	
��
'�L�M������	
���_`�ab�cdR(�������!"#

$%&'()�����*	+,	-.	/012345�"#	IJ�27�8

9R(��$%&

���NOPQ$�����	
������������
����

����� !"#$&M�'()�*$&+$,-.�/01234����

'�5$HI289�0':$;<=34���

>?�672894���@ABCD$E�2FG,-.�/01234���

HI�672894���JK�'(LM2FG,-.�/01234���

�������������

B���Ke�K��@H�IJ�-.fg�NO�PQR�&$@	h�ij4

5$@*/0	123kl�m��*	���?�B���_n�B��opq

rs
t�]^��PQR�&

:;<	��=;>���?123
AB�
�:;<*	B��u��v;

w��xy$%&�%��	[�v;w�\*	z{�|}~��:v;�9

��;M��
�z�	%���:;<	��=;>���?123
AB�


�:;<�'����$%&
���



HI�RSTS$O*UVWX�2YZ[E��\ ����NOPQ]^_�`^a

2Vbcdef�0�Vbc�gh4
�E�$ij�0kl�/Z���\

�$\�mnO*UVWX�2YZ[E
op�]^_�`^a2Vbcdef4


�q���

NOPQ]^_�`^a2Vbcdef4'p�rDdst$]^_�`^a2O

VW #u^vwdxyz���\�q���st$]^_�`^a2xyz��

L{\Vbc�gh4�E�$ij�0kl�/Z���

�������$|�}�Oa~��NOPQ���#�VW#^O|�}(������

O*���ba2�	
 ����$Vbc��U`badef4���0':$]^

_�`^a4
����
��������NOPQ���Vbc�ba2���$

Vbc��U`badef4'kl$��.(�r�����
���������N

OPQ���Vbc�ba2���$Vbc��U`ba�{l��
���0

kl$��,��d�0��(����$��d��
�1�	
�q���

� ���?B�����*	����`@:;�����! ����B����#_

`�'��������$%&B��������B���op%���	�

�B��! ����B����z�������'�����$%&

� �����B������j��PQR�&B��*:��!��P ¡�"

���	B�����%���*¢jP�� ���£¤�$%&

� B���89%���	�¥�B�¦;!B����#_`)(�1#	§$

�¨�©R(���'�	$@B���� ¡!§�EEO���'����

�$%&�ªtB���*«¬�¬��¥�B�¦;�	®¯qt°B�

�����*«¬��¥�B�¦;��#_`�E)	B���89�$%&

� �v;w��B���op%���*	±²³´JE)l�	$@³´ 

¡�"��v;w�E)op�$%&

� B��E)�v;w��¨�©%��	B��!µ¶�Ke����'�

����$%&

� �v;w��=;t··;�B�°�¸��B��E)�#©�@#	

B���¹�º»Q#%���*	�B�M=;t���¼$j�27�-.

��PQR�&

� �v;w��B��u�½(@)	=;t�¾��¿p$�¨�©�	6

��v;w���B�M��B��u�ÀH$%&

� B���ÁÂ�ÃÄ%� ��ÁÅÆÇÈÉ�ÊË�E`%Ìj��PQR�&

B���ÊË*	ÆÇÈÉ�eÍ� 	
��Îyj�27��$%&

� B��u��v;w��ÏÐ!ÑÆ�Ò(�'�����$%&
��



� B��u�FÓÔ����?Õ�v;w��Ö�E`@#	×�ØO@#

�j��PQR�&
�



��



��

B������uÙ ����������������������������������������������������

*ÚH� ���������������������������������������������������������

ÛÜÝ;t �������������������������������������������������������

B�������#_` ������������������������������������������������

���$@* ���B��E)�M
��#Þ�����������������������������

�B�M
ßà·�B��á��#_` �����������������������������	

���?�B��á��#_` �������������������������������������������

â;àtãä
;?��#_` ���������������������������������������

B���M
��#_` ������������������������������������������������

��

� å ��� B������uÙ�����������������������������������������

å ��� ���B���æ�w��«¬M
�B�°�çè �����������������

å ��� ���B���æ�w��«¬M
�B�°�éê �����������������

å ��� ���B���æ�w��M
��#Þ��������������������������

å ��� ���B���æ�w��M
��#Þ��������������������������

å ��� B��ër����������������������������������������������	

å ��� ì=;t�q;�ª%�����A=;��8�í ������������

å ��	 �B�M
ßà·��#_` �������������������������������


å ��� ���?îït��#Þ�������������������������������������

å ���
 ���?�B��á��#_` ��������������������������������

å ���� â;àtãä
;?��#_` ��������������������������������

å ���� ��=�··;ðàBâ����#_` �����������������������
���



����



����������	
����������
����	����������
����	���������������
����������� 

���*	�ñ$@*òó� ������������������
	������������123

������� �!����"���?�B����#_`�kl�m��	�=;rª��

`@:;������ôõ���ö÷�$%&���?�B����#_`��*	

�(ø(� �ñ�B�����!±ù�%&

��������
B������*6�úû!ü$(��$%ýå ���]^þ&

� #��$�#�$�%&�B�M
ßà·ý�ÿþ

� â;àtãä
;?ý�þ

� ��=�··;ðàBâ��ý�þ

� �A=;�ý�þ

�������Vbc2NOPQuba\��4'kl�OVW #u^vw(/p

o�:VbcdYZ[Ep�
�01�/Z���
�������	
���	�� ��������	
�� ���



  �����Vbc�ba$¡¢

����
��=;>���?�B����#_`���	������@[K��18��

@QP@H�-.\�1��PQR�&

���� 

B�������#_`����h*±ù�*"#$�»!	6�9û�87��

#_`!���j#$%&

� �#_`�A=;�ý�B�M
ßà·�op123¿p����	
�

$%þ

� q��ª�;A$@*ð�t����89%�op9���c�_`�@H

�89�$%&

������������������	
�� �������

�����		������
	� �����
��� ��������	
��



����������
���NOPQ£¤$YZ[E¥¦d§�
(�¨©\ª«�0¬NOPQ$Vb

c$YZ[E®2¯°4
�q���

B���B�������#_`��*	IJ�£¤�1'j�$%&

� Vbc$RS���±S #2YZ²4���

� OVW #u^vw2VbcdYZ[E���

6g�*	'()�£¤�kl�m��ö÷�$%&

���!"# �����$%�&'���()

B��uú�k!�P27��	���?��#_`Ô�M
��C�j�27�

%��*	M
�B��E)�#Þ%±ù!"#$%&

'�kl�NO�	��������B��123 ���B��E)M
��#Þ�$%&

������������������
B���18����	�������������������
B����

�;tL�M��"�kl�]^��PQR�&

M
��#Þ%�*	6�kl����$%&

>?� #(�|W³�´y�Lµ=/Z���E�2¶·':d� #$YZ²

4(�¸¹d �º\»���\�q���

� RS #$Vb¼2½¾4���

���ý��* ����°	� ���'(þB���æ�w���1�����*	

¾���éê�	�Mt���È#�È�R��M
�ç�$%&ýå ���]

^þ&
�������	
���	�� ��������	
�� ���



  ��������Vbc��U`baRS #$Vb¼$¿À
��� ��������	
��



���B���æ�w���1�����*	B�°��¥�<;�����

#×��B�MR�	¸��¥�¸�	�Mt���È#�È�R��

B�°�éê�	M
�k��ç�$%ýå ���]^þ&

�

  ��������Vbc��U`baRS #$Vb¼$½¾

�����

�������

����
�������	
���	�� ��������	
�� ���



� Vbc$RS #2YZ²4���

���B���æ�w���18����	6�kl����$%ýå ���]

^þ&

� M
�ç`@$$	%����>����×�� ��¨�!�$%&

) M
�-."P��×��Þ�$%&

  ��������Vbc��U`ba #$YZ²4

�� !�"#

�� $�

�� 
��� ��������	
��



���B���æ�w���18����	6�kl����$%ýå ���]

^þ&

� ��!M
�×ú�¸Ry�KeR�$%&�7 ��*	M
�#ú�¸

Ry$%&

) #ú��O����!	#ú��>�"��#Þ�=<;�¸�	M


�#ú� 	�'(�$	B��E)¨�%�$%&

' M
�×ú��O����!	×ú��>�"��#Þ�=<;�¸�	

M
�B��E)�#Þ�$%&

  ��������Vbc��U`ba #$YZ²4

� ¥¦ � �2ÁZÂ4
�±S #2VbcopYZ²4���

� Vbcd�ba2YZ[E
�0Ã� #(h����G�kÄdf�
�y

���

�� 

		�

��
�������	
���	�� ��������	
�� ���



*+&',-./���0�����

���/po�:OVW #u^vw�YZ[Ep�
�0kl�1$Å(Æ4


�q���

B����#_`����?�m��	�(ø(ì� ��ý		�'(þ�&'���±

ù!"#$%&

���Vbc$Ç~�Èd(���ÃÉ\Ê��Ë{Ì�[�
���Í  ���¯

°Î�

  �����VbcÏÐba

�v;w�� ����B��á��#_`�V%�ù(�m���YZ*	�����

��à:�� *!!�+,,% ����!-�����'�(E)½k��� �����#�'.���/$%��)ð���


�]^��PQR�&

>?�st$NOPQ2YZ[E0kl�ÑÒ$NOPQ2Vbc$,-�ÓZÑ

=Ô�ÕfdYZ[Ep�0�GdOVW #u^vw2YZ[E���

�B�M
ßà·�B��á�#_`��*	IJ�kl����$%&

� P^�~�a$ÖT2�NOPQ2YZ[E0Vbc$×S$Ç~�ÈdØ


���

	

	����%�
��� ��������	
��



�A=;��cb¬!Þ�*����	�A=;�!��jO���

'�����$%&

� NOPQ$�Ù$Ú$YZ[EÕf2�Û"ÈaÜ^�'(�O�^ÝP��

\VbcRS$Ç~�Èd���^Ý4��Í  ���¯°Î�

� P^�~�a$ �Þ$�Zßydl��
Ç~�Èd���^Ý�0oP��

2àZ���

  �����Ç~�Èd���^Ý�0y$P^�~�a$��;

� Vbc��U`ba$×S\�YZ[EvVába$ÛV^��Vbcd§E

'���^Ý�'(P��$Ãdâ�0�Gd�P^�~�a$�Ú���Ù

Úd���^Ý4
OVW #u^vw$ �§2Õfã:4��Í  ��	¯

°Î�

�#_`àBâ���ð��*	�A=;�� ���+#,�E)q;�

ª����$%&

�����

��������	&' �



����%�
(')*+,-

.+/0123�
�������	
���	�� ��������	
�� ���



� OVW #u^vw$×Td/0OVW #u^vwYZ[EvVábaÛV

^�2�RSÇ~�È$äå�æÕf2l���� 0  ��	¯° 1�

� ç�*v�Ç~�È$äå�ædç���
�è4é*^��¼bê�ëZ�

�nodìy��0�\è4í{���

� OVW #u^vwYZ[EvVábaÛV^�±S2�YZ[EÛbc�¹

î�0Ç~�È$äå�ædïbc��0�\è4ð4���

	 ¥¦ �A �2ÁZÂ4
�ñ¹T$VbcdòZ$OVW #u^vw2YZ

[E���

�

  ��	��OVW #u^vw$YZ[E

��������	

4056�������� 

�����

��7',8

����

����	


��

4056

��7
���� ��������	
��



��� ���!�����
6g�*	B��á����?��#_`�kl�ö÷�$%&

>?�st$NOPQ2YZ[E0kl�ÑÒ$NOPQ(,-�ÓZVbc$r

óÔ�ÕfdYZ[E
�q���rDdst$]^_�`^a2Vbcopxy

z�1(�¸¹d4��\�q���

� �¨$¡ôOVW #u^vw2xyõÆ4�ïbc��0�\Vbc$²d

xyz4���

>?�NOPQ(´y�
Lµ�/Z���NOPQ$OVW #u^vw$Y

Z[E( �º\�1����\�q���

���NOPQdö�N÷^$øùÈ�YZ[Ep�
���kl�¥¦ �2Æ

4
�q���

� NOPQ$RSú`Èopö�N÷^$ûùÈ2YZ²4��Í  ���¯°Î�

� ���?M
�¾���éê�	ç�$%&

) �m�¾��=<;��æ;��-¬áÈ�$%ýå ���]^þ&

' îït�./�¥à�¸�	îït��æ;�E)�#Þ�$%&

� ���?M
�0Ú$%&

  �����NOPQûùÈ$YZ²4

� NOPQ2YZ[E0Õf�\üý�þ���

��
��

9�7��
��
�������	
���	�� ��������	
�� ����



³í�k*���?«¬�#ú�	�71í�k*���?-¬�#ú�p�

$%&

� NOPQTSd/0±Sÿ§y�ba2OVW #u^vw$±SOïbad

l����p�NOPQ2�E��Í  ���
¯°Î�

� ÑÒd±SÍ��ÎVb¼$ª�dOïba$±Sÿ§y�ba2��dB�

Í��ÎVb¼dB�ÿ§y�ba2�ÑªdRSOïbadRSÿ§y�ba

2�{l�����

� B�Í��ÎVb¼��Õf\�¼bê�ë0�\OVW #u^vw2N

OPQ¡ôè4í{���B�ÿ§y�badïbc�����Í  ���
¯

°Î�
���� ��������	
��



  ���
��NOPQ$Vbc$YZ[E

� ��$Vb¼2è4�þ�VbcdN��N2è4í{���

	 RSN��Nú`È$	Td/0
:`�2�:���

� ��0kl�ö�N÷^$RSûùÈ2YZ[E���

:8��%


;<�
=>��%


?<�
�������	
���	�� ��������	
�� ����



1�. 23'�4�����

� Vbc��U`ba$±S2¥×d�E�OVW #u^vw$ªôd/0�

æ2�4
�á�vÈ��#�Q$ÚÍvVába
:`��[�
�0TÎ

2�T$Ç~�Èdç�4��Í  ����¯°Î�

àBâ���ì=;t�"�23��#_`���°��4!%�27�*H

º�	m$�w>�5e�$%&

  ������á�vÈ��#�Q$YZ[E

� á�vÈ��#�QÍ�^���Û2ü§Î$ç���
���;$ÚdNO

PQ±S�Td/0�^���ÛÍ±Sop��0Î$=Gr;dl�����

� á�vÈ��#�Q$ç���
���;$Úd�·d²�0�v2è4í{

����§$�^���Û2NOPQN��N±S$vVábad#�Q2Y

Z[E0�Gdl����Í  ����¯°Î�

@ABC2DE�

FGH 
���� ��������	
��



� NOPQ$±Sd/0�5���$���� d 2,3á�vÈ2YZ[E���

� NOPQ$±SdOa~W^ww�ÛvVába2YZ[E��Í  ����¯

°Î�

� kl ���#_`@ 2,3â;àt���=�··;ðàBâ����

¾�����$%&

) �>àBâ���6m�ô7%���	��=�··;ðàBâ�

�� �m�8��/�9�º�$%&

' :Hw>����?�-¬�5e�$%&

  ������Oa~W^ww�ÛvVába$YZ[E

�I'JBKLMNO

�����

�����

		�

�����

PQH 

R �7��

ST��U'

���
�������	
���	�� ��������	
�� ����



� òZ$á�vÈ2NOPQd��4���

YZ*	18�����?�����;t 4�Bàt�s;�;ª�12

3�ë;¦;�L�M��]^��PQR�&

� á�vÈ��#�Qdá�vÈ2ç�4���

� â;àt����?�<=��E)	:;<��¬��ì=;t�5e

����m$�w>�>�H$%&

) ���?�³´k�$�¨�©�$%&

' �>úÆ��P?»@����@��27���â;àt�â;àtã

ä
;?�@O�AB�	â;àtãä
;?�_����q>���;

A�â;àt�â;àtãä
;?�5e�$%&

	 NOPQ2Vbcopz4��4
�á�vÈ�R4�����
�01�

���á�vÈ��#�Q� �'yd�á�vÈ�!�	'Z�x	�p

�'Z�(���'Z4��12"�4
�q���

���NOPQ2ró¥×�\xyz��5$Õf\OVW #u^vw�

ïbc�����NOPQ2Vbcdè4ð�d(�OVW $TSd/0

ïbcVb¼2è4
ïbc2½¾4�NOPQ2Vbc$Bd#�dð4�

��

���"#�����
'�kl�NO�	��������B��123 ���B���M
��#_`$%&�����

�������������
B���18����	�������������������
B�����;

tL�M��]^��PQR�&

>?� #(�|W³�´y�Lµ=/Z���E�2¶·':� #$YZ²4

$YZ[E( �º\»���\�q���

���B���«¬�-¬�M
��#_`��*	6�kl����$%&

� RS #2üý�þ�  ���\3��Gd�^�2Vbc$ædl�����

� �^��Ä�$Õfdç���0�\��^�%^2Vbc$�^�&4í{

dè4í{���

� �^��oo	
�012"o:���
���� ��������	
��



� �^ È�'�0�\ñ()8Zd84
 #$Vb¼2*���Í  ���¯

°Î�

� �op �$¥¦2ÁZÂ4
±S #2YZ[E���

���B���«¬�-¬�M
��#_`��*	6�kl����$%&

� RS #2üý�þ�  ���\3��Gd�^�2Vbc$ædl�����

� �^�ww�O~}���^�2R4�Õfdç��0�\��^�2OVW

 4
Vbc$æd&4í{���

� �^��oo	
�012"o:���

� �^ È2ñ()8Zd'�0�\84
 #Vb¼2*���^ È�Ä�

$Õfdïbc�0�\è4����d�}�2è4é*^$�dOVW �

���Í  ���¯°Î�

� �op �$¥¦2ÁZÂ4
±S #2YZ[E���
�������	
���	�� ��������	
�� ����



���� ��������	
��



!"

�

������à:��	��	

$
45	$$$

����uÙ

³C	���

�B��	���

/0	$$$

â;àt	����

â;àtãä
;?	����������

â;àt�AB	����

�#_`	����

â;àt�AB	����

��s;¥

îït��#Þ�	����

B��á��#_`	����������

%
��=�··;ðàBâ��

�#_`	����

�B�M
ßà·	���


�#_`	��	

&
ì=;t

q;�ª	���

B��ër��	��	

Ý;t

ÛÜ	���

�A=;�	��������

8�í	���

M


�#_`	����

�#Þ�	�������������

B�°�çè	�������������

M
��#Þ�	���

�#_`	���


â;àtãä
;?	����

��s;¥	����

�B�M
ßà·	��	�����


B�����	���

B��á����?	����

'
��×�-.	$$$

àBâ��

��=�··;ð	����
�������	
���	�� ��������	
�� �



(
+,	$$$


B�������#_`

�B�M
ßà·	��	

B������uÙ	���

³C	���

�B��	���

B��M


�#Þ�	���

B�°�çè	��������

B��M
��#Þ�	���

B��ër��	��	
� ��������	
��





������������	��
��������������

www.dell.com
support.dell.com

������������������


	Safety Instructions
	Notes, Notices, Cautions, and Warnings
	Precautions for Rack-Mountable Products


	Contents
	Dell™ PowerEdge™ 2x50, PowerApp™ 2xx, and PowerVault™ 735N Systems Rack Installation Guide
	Rack Kit Contents
	Before You Begin
	Recommended Tools

	Installing the Rack Kit
	Removing the Doors From a 24-U or 42-U Rack
	Installing the Slide Assemblies in the Rack

	Installing the Systems in the Rack
	Installing the Cable-Management Arm

	Replacing the Doors

	Index
	安全にお使いいただくための注意
	メモ、注意、警告、および危険
	ラック取り付け製品の注意事項


	目次
	Dell™ PowerEdge™ 2x50、 PowerApp™ 2xxおよび PowerVaul
	ラックキットの内容
	はじめに
	推奨ツール

	ラックキットの取り付け
	24Uまたは42Uラックからのドアの取り外し
	スライドアセンブリのラックへの取り付け

	システムのラックへの取り付け
	ケーブル処理アームの取り付け

	ラックのドアの取り付け

	索引

